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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Pesticides Sectional Committee had been approved by the Food and Agriculture Division Council. 

Lambda-cyhalothrin WP is used for control of pests relating to public health.The product is registered 
under the provisions of Insecticides Act, 1968 ^nd Rules framed thereunder. 

In the preparation of this standard, due consideration has been given to the provisions of the Insecticides 
Act, 1968 and the Rules framed thereunder and Standards of Weights and Measures (Packaged Commodi- 
ties) Rules, 1977. However, this standard is subject to the restrictions imposed under these wherever 
applicable. 

For the purpose of deciding whether a particular requirement of this standard is compiled with , the final 
value, observed or calculated , expressing the result of a test or analysis , shall be rounded off in accordance 
with IS 2 : 1960 *Rules for rounding off numerical values (revised)\ The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 
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Indian Standard 

LAMBDA-CYHALOTHRIN WP 
SPECIFICATION 



1 SCOPE 

This standard prescribes the requirements arid the 
method of sampling and test for lambda- 
cyhalothrin wettable powder (WP). 

2 REFERENCES 

The following standards contain provisions which 
through reference in this text, constitute provision 
of this standard. At the time of publication, the 
editions indicated were valid. All standards are 
subject to revision and parties to agreements based 
on this standard are encouraged to investigate the 
possibility of applying the most recent editions of 
the standards indicated below: 

ISNa Title 

460 Test sieves : Part 1 Wire cloth test 

(Part 1) : 1985 sieve (third revision) 

1070:1992 Reagent grade water (third 
revision) 

6940 : 1982 Methods of test for pesticides and 
their formulations (first revision) 

8190 Requirement for packing of 

(Part 3) : 1979 pesticides : Part 3 Household 
pesticides (second revision) 



IS No. Title 

10627 : 1983 Methods for sampling of 
pesticidal formulations 

14509 : 1997 Lambda-cyhalothrin technical- 
Specification 

3 REQUIREMENT 

3.1 Constituents 

3.M The material shall consist of lambda- 
cyhalothrin technical together with suitable 
carrier(s), stabilizer(s) and other foimulant(s). 

3.1.2 Lambda-cyhalothrin technical employed in 
the manufacture of the material, shall conform to 
IS 14509. 

3.2 Description 

The material shall be fine, free flowing, off white to 
pale yellow brown homogeneous powder. The 
material shall be free from visible extraneous 
matter and hard aggregates and shall wet readily on 
stirring with water providing a suspension suitable 
for use as a spray, 

3.3 The material shall also comply with the 
requirements given in Table L 



Tabid Requirement for Lambda-Cyhalothrin WP 



SI 


Characteristics 


Requirement 


Method ofTestfRef to 


l^Vm 


Annex of this 
SUndard 




a No. of 

IS 6940 


(1) 


(2) 


(3) 


(4) 




(5) 





Lambda-cyhalothrin content, 
percent by mass 


Nominal value as declared 
on the label [see 3.3.1 and 
5.1(g)] 


A 




— 


ii) 


Material passing through 75 micron 
IS sieve [see IS 460 (Part 1)] percent 
by mass, Min 


98.0 


— 




11.1 


iii) 


SuspensibiUty, percent by mass, Mm 


50.0 


B 




— 


w) 


Wettability in seconds, Max 


120 


— 




11.4 


V) 


Acidity (as H2SO4), percent by mass, Max 1.0 


— 




11.3.2 




OR 












Alkalinity (as NaOH), percent by mass 


>,Max 1.0 


— 




11.3.3 
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3.3,1 When determined by the method 
prescribed in Annex A, the observed 
lambda-cyhalothrin content, percent by mass of any 
of the samples shall not differ from the declared 
nominal value by more than tolerance limits 
indicated below: 



Nominal Value, 
Percent 

Up to 9 

Above 9 and below 50 

50 and above 



Tolerance Limit, 
Percent 

+10 
-5 

±5 

+5 
-3 



4 PACKING 

The material shall be packed in water soluble 
polyvinyl alcohol sachet or aluminium foil laminate 
sachet. The bulk quantity shall be packed in mild 
steel drum. It shall also conform to the general 
requirements given in IS 8190 (Part 3). 

5 MARKING 

5,1 The container shall be marked legibly and 
indelibly with the following information: 

a) Name of the material; 

b) Name and address of the manufacturer; 

c) Batch No. or code npmber ; 

d) Date of manufacture; 

e) Date of expiry; 

f) Net mass of contents; 

g) Nominal lambda-cyhalothrin content, 
percent by mass, as registered under the 
Insecticides Act, 1968 and Rules framed 
thereunder; and 



h) Any other information as required under 
the Insecticides Acty 1968 and Rules framed 
thereunder and Standards of Weights and 
Measures (Packaged Commodities) Rulesy 
1977, 

5.2 BIS Certiflcation Marking 

The product may also be marked with the Standard 
Mark. 

5.2.1 The use of the Standard Mark is governed by 
the provisions of Bureau of Indian Standards Act, 
1986 and the Rules and Regulations made 
thereunder. The details of conditions under which 
the licence for the use of Standard Mark may be 
granted to manufacturers or producers may be 
obtained from the Bureau of Indian Standards. 

6 SAMPLING 

When freshly manufactured material is offered for 
inspection, representative samples of the materials 
shall be drawn as prescribed in IS 10627 and tested 
within 90 days of manufacture. The criteria for 
conformity shall be as given in IS 10627. However, 
when the material is offered for inspection after 90 
days of its manufacture, sampling shall be done 
according to IS 10627 and the criteria for 
conformity of the material when tested, shall be the 
limits of tolerances, as applicable over the declared 
nominal value, given under 3.3.1 of this standard. 

7 QUALITY OF REAGENT 

Unless specified otherwise, pure chemicals and 
distilled water {see IS 1070) shall be employed in 
various tests. 

NOTE — 'Pure chemicals' shall mean chemicals that do not 
contain impurities which affect the results of analysis. 



ANNEX A 

[Table 1, SI No. (i)] 
DETERMINATION OF LAMBDA-CYHALOTIIRIN CONTENT 



A-1 PROCEDURE 

Weigh accurately sufficient sample to contain 
0.05 g equivalent lambda-cyhalothrin into a 150 ml 
conical flask. Add 20 ml of chloroform by pipette 
to the flask and shake thoroughly for 5-10 minutes 
to dissolve the lambda-cyhalothrin. Allow the 
insoluble material to settle and filter the 



supernatant liquid through an appropiate filter 
paper. Take the filtrate into 50 ml volumetric flask 
and 10 ml of the internal standard solution 
prepared as desired in IS 14509 , Make up the 
volume up to the mark with chloroform and shake 
well to homogenize. Proceed for the estimation of 
lambda-cyhalothrin as described in IS 14509. 
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ANNEX B 
[Table 1, SI No, (Hi)] 

DETERMINATION OF SUSPENSIBILITY 



B-1 METHOD 



B-1.1 Weigh accurately into a 100 ml beaker, an 
amount of the sample which could form 250 ml of 
suspension containing 0.05 g of active ingredient. 
Add a volume of standard hard water at 30 ±rc 
equal to at least twice the mass of the sample taken 
for test and proceed as described in 11.2 of IS 6940. 

B-L2 Transfer the bottom one-tenth of 
suspension from the suspensibility test 
quantitatively to a 250 ml glass-stoppered 
separating funnel. Use a maximum volume of 25 ml 
of distilled water to rinse the 250 ml graduated 
cylinder and combine the suspension and washings. 
Add 25 ml of dichloromethane to the separating 
funnel, stopper, and shake for 1 min. Formation of 
an emulsion at this stage may be overcome by 
adding 1 g of sodium chloride crystals to the 
aqueous layer reshaking the contents of the funnel. 
Run the separating dichloromethane layer through 
phase-separating paper into a clean, dry 250 ml 
round bottom flask. Repeat the extraction with a 
further three 25 ml aliquat of dichloromethane. 
combining all four extracts. Remove the 
dichloromethane under reduced pressure at 60^*0 
using a rotary evaporator and dissolve the residue 
in a 250 ml flask in 2 ml of internal standard 



solution, and make up to 25 ml with chloroform and 
proceed as described in IS 14509. 

B-2 CALCULATION 

Mass in g of lambda-cyhalothrin in the suspension 
including the sediment (m) 

As xA2mi 



AaxAiX 100 



XP 



where 

Ai = peak area of lambda-cyhalothrin in 

standard solution; 
A2 = peak area of lambda-cyhalothrin in 

sample solution; 

As = peak area ofinternal standard in standard 

solution; 
Ai = peak area of internal standard in sample 

solution; 
mi = mass, in g, of lambda-cyhalothrin in 

standard solution; and 
P = percent purity of lambda-cyhalothrin 

reference standard. 

Suspensibility, percent by mass = ^ QOQ (^ - ^) 

9M 
where 

M = mass, in g, of lambda-cyhalothrin present 
in the sample taken for the test; and 

m = mass, in g , of lambda-cyhalothrin present 
in the suspension including sediment. 
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